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BIORETENTION FACILITY

655

6"TO 12" POND DEPTH

USE TYPE A-1 CURE DETAIL

304 WITH SIDE CURB CUT

SEE STD DETAIL 665

18" BIORETENTION

SOIL MIX (BSM)

BIORETENTION

UNDERDRAIN GRAVEL

PER 9-03.12(5)

INLET

SCARIFY  BOTTOM AND SIDES

MIN DEPTH OF 3"

6" SLOTTED UNDERDRAIN PIPE

TO OUTLET APPROVED BY ENGINEER

PER 9-05.2(9)

UNDERDRAIN

NOTES:

1.   MAXIMUM BOTTOM SLOPE OF CELL IS 0.5%

2. OVERFLOW POINT SHALL BE AT LEAST 6 INCHES  BELOW ANY

     ADJACENT PAVEMENT AREA.

3 INSTALL STREAMBED COBBLE (1" - 4") AT INLET TO DISSIPATE RUNOFF

4. IF OPTIONAL UNDERDRAIN IS USED:

- 0.5% MIN SLOPE

- PROVIDE A CLEAN OUT EVERY 250-300 FEET

5. MINIMUM 3 FOOT DEPTH BETWEEN UNDERDRAIN (IF PRESENT) OR BOTTOM OF BIORETENTION SOIL MIX (BSM)

AND WATER TABLE.

6. MINIMUM SETBACK OF 5 FEET FROM TOP OF BIORETENTION CELL TO BUILDING STRUCTURES AND PROPERTY

LINES.  DO NOT LOCATE IMMEDIATELY UP SLOPE OF BUILDING STRUCTURES.

7. AVOID COMPACTION OF EXISTING SUBGRADE BELOW PLANTER DURING CONSTRUCTION.

BIORETENTION CELL SHAPES WILL

VARY.  SHAPE AND PLANTS

SHOWN IN DIAGRAM ARE FOR

ILLUSTRATION PURPOSES ONLY.

PLANTING ZONES:

ZONE 1:  AREA WITH FREQUENT STANDING WATER

ZONE 2:  AREA WITH OCCASIONAL STANDIN WATER,

      AND EXTENDED DRIER PERIOD.

ZONE 3:  AREA WITH DRIER CONDITIONS.

OUTLET

2' MIN

MIN BOTTOM

WIDTH 2'-0"

STREET

OUTLET

SEE STD DETAIL 667

2" SCREENED

WOOD CHIP MULCH

PER 9-14.4(9)

NTS

SECTION

NTS

PLAN

12" MIN

6" MIN

6" MIN

 STANDARD  DETAILS
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